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Tank & Drum Gauges / Mechanical Gauges

- " — &
N AFRISO
MT Profil Float Gauge
40 > Simple & economical float operated clock gauge for the quick &
—_— . clear identification of approximate tank contents
‘ Fraction
| > Small mechanical display showing Empty, Y4, V2, %, Full
HEADING > Designed for use on specific tank heights
> 8’0 version is adjustable to the individual tank height & has a a
s f reversible display showing 150cm max on one side & 250cm max
pecl IC on the other
TANK HEIGHT > Supplied as 1 12" M BSP for easy top mounting onto the tank
> Popular choice for heating oil tanks
Code Description Reading Type Tank Height (ft/mm) Gauge Fitting Fluids
0AB3001 MT Profil Float Gauge 1'6 Empty, %4, 12, %, Full 1'6/457 17%"MBSP (D [ KB
0AB3002 MT Profil Float Gauge 2'0 Empty, %, 12, %, Full 2'0/610 1%"MBSP [D [ K81
0AB3004 MT Profil Float Gauge 2'6 Empty, %, 12, %, Full 2'6/762 1% MBSP (D [ KB
0AB3003 MT Profil Float Gauge 3'0 Empty, %, 12, %, Full 3'0/904 17%"MBSP [D [ K81
0AB3304 MT Profil Float Gauge 4'0 Empty, %, 12, %, Full 4'0/1219 17%"MBSP (D [ KB
0AB3305 MT Profil Float Gauge 5'0 Empty, %, 12, %, Full 5'0/1524 17%"MBSP D JK]e1]
0AB3309 MT Profil Float Gauge 6'0 Empty, %4, %2, %, Full 6’0/1828 1%"MBSP D JK]e1]
0AB3308 MT Profil Float Gauge 8'0 Cm Display 8'0/2438 1% MBSP [D [ KB1]
— M) &
oo N AFRISO
~ L " !
- k‘“:‘ MTF 2000 Float Gauge
E- 0 s
19 ‘& » Cost effective, universal float operated clock gauge for the quick &
clear identification of tank contents
N > Small mechanical display showing percentage of contents
{, READING remaining in the tank
> Fully adjustable between tank heights of 900mm-2000mm so only
one model needs to be stocked
AdIUStable > Gauge can be directly mounted onto 1 12" & 2" F BSP threads for
flexibility of installation
TANK HEIGHT
> Brass and nickel silver movement
> Long service life
> Popular choice for heating oil tanks
Code Description Reading Type Tank Height (ft/mm) Gauge Fitting Fluids
0AB3320 MTF 2000 Float Gauge ~ 0-100% 3’0/904 to 6'7/2000 1% &2” MBSP (D | KfB1]
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Mechanical Gauges \ Tank & Drum Gouges

DIESEL & B100 WATER

Unitel Hydrostatic Gauge

> Pneumatic tank gauge with spring loaded plunger to pull & release
to show current tank contents

% or Litres

> Mechanical display showing tank contents as a percentage
(standard version) or in litres (calibrated version) READING

> Fully adjustable between tank heights of 900mm-3000mm

> Accuracy of +/-3% at full scale

+/-3%

> Dual scale for use on horizontal & rectangular tanks

> Adjustable second needle for setting the level parameter for when AGCIRAGY
you nheed to reorder fuel

> Gauge face dimensions 145mm x 135mm

> Please request or download from the website the tank
questionnaire for calibrated gauges.

Code Description Reading  Tank Height Capillary Balance Chamber Balance Chamber Working Temp Fluids

Type (mm) Tank Fitting Weight
0AB9000  Unitel Gauge 0-100%  900-3000  20mPVC ~ %"MBSP&1"MBSP  Stainless Steel -5°c/+55°c  ENAE 0
0AB9000C  Unitel Gauge - Calibrated ~ Litres 900-3000  20m PVC %" MBSP &1"MBSP  Stainless Steel 5ec/+55°c  AAE
0AB9004 Unitel Condensation Trap (D K] (W]

DIESEL & 8100 [NADBLUEG I WATER

Unitop Hydrostatic Gauge

> Pneumatic tank gauge with spring loaded plunger to pull & release
to show current tank contents

N AFRISO

% or Litres

» Mechanical display showing tank contents as a percentage
(standard version) or in litres (calibrated version) READING

> Fully adjustable between tank heights of 900mm-3000mm
(standard version) and 700mm-4000mm (calibrated version)

0,
> Accuracy of +/-2% at full scale +/'2 A)

> Dual scale for use on horizontal & rectangular tanks ACCURACY

> Adjustable second needle for setting the level parameter for when
you need to reorder fuel

> Gauge face dimensions 155mm x 165mm

> Please request or download from the website the tank
questionnaire for calibrated gauges.

Code Description Reading  Tank Height Capillary Balance Chamber Balance Chamber Working Temp Fluids

Type (mm) Tank Fitting Weight
0AB8000  Unitop Gauge 0-100%  900-3000  20m PVC %" MBSP &1”MBSP  Stainless Steel -5eci+55°c  DNIEAE S @
0AB3318  Unitop Gauge - Calibrated  Litres 700-4000 20m PVC %" MBSP&1"MBSP  Stainless Steel -5°C/+55°C [DJ K ]B1jasgw]
0AB9004  Unitel Condensation Trap (D K] (W]
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